
DECLARATION OF PERFORMANCE                                       
n° 401-2013-C1

1)  Plywood

2)   Type number  : C1

3) Intended use  : non structural use in dry 
environment UNI EN 636

4) Manufacturer: PANGUANETA S.p.A.                                                                
via G. Solazzi N° 19 - 46018 Sabbioneta (MN) Italy

6) System of assessment and verification of constancy of performance of the 
construction product:  4 ( non structural use)

7) Notified body   : N/AV

9) DECLARED PERFORMANCE

Harmonised technical specification: EN 13986:2005

Characteristics Performance Standard
Formaldéhyde release : E1 UNI EN 717
Thi kThickness: f 3 0from 3 mm to 50 mm UNI EN 31UNI EN 315
Bonding quality : Class 1 UNI EN 314
Moisture (H) : 8 % - 13 % UNI EN 322
Voluminal mass: 400 Kg/m3 ± 10% UNI EN 323

Fire reaction: N/AV UNI EN 13986           
prospect 8

Minimum performance 
bending strength class N/AV N/AV UNI EN 310

Minimum performance 
bending stiffness class N/AV N/AV UNI EN 310

10) The performance of the product identified in points 1 and 2 is in conformity 
with the declared performance in point 9.                                 This declaration 
of performance is issued under the sole reponsibility of the manufacturer 
identified in point 4.

Sabbioneta Date: 01/07/2013

Signed for and on behalf of the 
manufacturer by: Laboratory manager

Gianluca Brocchieri  
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